


PLANTER AND POT DRAINAGE
(Figure 4) 

1. Line the container with Typar 

	 to allow water drainage without 	

	 soil loss.

2. Add soil and plants.

BENEATH WOOD DECKS 
(Figure 5) 

1. Erect vertical posts for the deck.

2. Unroll Typar on the ground and 	

	 trim around vertical posts.

3. Cover the Typar with at least 

	 4 inches of sand, gravel or mulch.

TIMBER RETAINING WALLS 
(Figure 6) 

1. Excavate trench and build wall.

2. Install Typar behind the wall.

3. Backfill with soil or mulch.

Note: An aggregate drainage 

system or drainage geocomposite 

may be required behind walls 

greater than 2 feet high.
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Figure 4: Soil retention for planters and pots.

Figure 5: Weed control under decks.

Figure 6: Soil retention for timber retaining walls.



PATIOS AND PATHS 
(Figure 7) 

1. Clear all weeds and grass.

2. Cut channel for patio or path and	

	 place Typar.

3. Cover with at least 4 inches of sand or 	

	 lean cement and place Typar.

4. Lay bricks, blocks or slabs.

5. Sweep any excess sand into the 

	 openings to prevent shifting. 

BLANKET DRAINS 
(Figure 8) 

1. Dig trench in the area to be drained 	

	 to a lower area downhill, ensuring the 	

	 slope is uniform.

2. Line Typar along the length of the 	

	 trench. 

3. Place drainage aggregate into the 	

	 trench on top of the Typar.

4. Lay perforated pipe, if required, and 	

	 cover with aggregate.

5. Wrap Typar over the sides and top 	

	 of the aggregate.

6. Backfill with soil and compact.
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Figure 7: Support for brick walkways.

Figure 8: Blind drain.
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INTERCEPTOR TRENCH DRAINS 
(Figure 9)

1. Excavate the trench.

2. Install Typar, maintaining close contact with soil.

3. Anchor top of Typar with stone to prevent falling 	

	 back into trench.

4. Place first layer of drainage stone.

5. Install perforated drainage pipe.

6. Cover pipe with drainage stone.

7. Wrap Typar over the top of the stone.

8. Place and compact soil or backfill. 

Figure 9: Installation guide for underdrain construction.
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5.0 OVERLAP AND JOINING

Overlaps provide continuity between adjacent 
geotextile rolls. Sufficient overlap is required to 
prevent fabric separation during backfilling. A 
minimum overlap of 12 inches is recommended.

Pins or piles of stone may be used to maintain 
geotextile overlaps during installation. Geotextile 
overlaps at the end of rolls should be in the 
direction of the aggregate placement with the 
previous roll on top.

6.0 SETTING SPECIFICATIONS

Specifications should generally follow the 
design considerations in section 3.0. Primary 
considerations include the minimum geotextile 
requirements for the design retention, filtration 
and survivability.

When specifying Typar geotextiles for landscaping, 
specify the appropriate Typar grade with the 
confidence that all Typar geotextiles are manufac-
tured to the high quality standards required by the 
landscaping industry.



L A N D S C A P I N G

Typar is a registered trademark of Reemay, Inc., dba Fiberweb, for use in North and South America, Israel, and 

South Africa for its polypropylene products. 

The information contained herein is, to the best of our knowledge, accurate and reliable and is provided for the user’s 

assessment and verification.  However, since the circumstances and conditions under which such information and the 

products discussed can be used may vary and are beyond our control, we make no warranty, expressed or implied, of 

merchantability, fitness or otherwise, or of the results to be obtained, or against patent infringement and we disclaim all 

liability from any resulting damage or loss.
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